
STANDARD HARDWARE

High-density PolyethyleneShell:

Handles:

BEL-AIR Recessed Hardware Wheel Cases

Latch:

Wheel: Built-in 3" Skate Wheel

Recessed Twist Latch and Strike

Recessed 4-Stage Telescoping Handle

Recessed Spring-loaded and

 1 7/8" Aluminum Valance:

With

 Black Tape

Valance

Continuous "Piano" StyleHinge:

9" Heavy-duty Lid StayLid Stay:

Meets ATA Guidelines 
for Shipping Cases!

All recessed hardware 

reduces case damage!
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sTotal Height Lid Height Case I.D.#

Weight (lbs.)

Length Width

Heights shown are the minimum and 

maximum heights possible for the case lid 
and base respectively.  Not all lid and 

base combinations are possible.

All dims are 

approximate
inside dims
in inches.

(approximate at 
tallest height)

Standard Hardware Configuration ->

Base Height

1723 3 to 6 4 to 8 WC2317 23 2 2 1 27 to 14

2124 3 to 6 4 to 8 WC2421 29 2 2 1 27 to 14

1725 3 to 6 4 to 8 WC2517 26 2 2 1 27 to 14

2226 3 to 6 4 to 8 WC2622 32 2 2 1 27 to 14

1927 3 to 6 4 to 8 WC2719 38 2 2 1 27 to 14
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